
NATURE CRAFT



Clean, crisp and modern tones 
highlight the beautiful graining 
patterns of oak, maple and elm 
in the Nature Craft collection.

• �Available in two constructions - 12 mil, 2.0 mm 
overall thickness and 20  mil, 2.5 mm overall 
thickness 

• �Beautiful wide plank format 7"x 48"

• �Traditional oak, maple and elm graining with 
clean, modern color tones 

• �Commercial urethane with ceramic finish  
provides  easy to maintain surface  

N AT U R E  C R A F T   |  7 1 0  F R E N C H  M A R K E T, 6 0 3  FA R M H O U S E  TAU P E   |   7 "  X  4 8 "  P L A N K

S I G N AT U R E F LO O R I N G .C O M

C O V E R :  N AT U R E  C R A F T   |   7 1 4   C L AS S I C  G R AY,  9 1 6  W E AT H E R  WAS H   |   7 "  X  4 8 "  P L A N K



N AT U R E  C R A F T   |  32 0  JAVA  O I L  

S I G N AT U R E F LO O R I N G .C O MS I G N AT U R E F LO O R I N G .C O M



N AT U R E  C R A F T  |   5 0 5  N AT U R A L  OA K 

S I G N AT U R E F LO O R I N G .C O MS I G N AT U R E F LO O R I N G .C O M



N AT U R E  C R A F T   |   2 0 1  S M O K E Y  T I M B E R    

S I G N AT U R E F LO O R I N G .C O MS I G N AT U R E F LO O R I N G .C O M



S I G N AT U R E F LO O R I N G .C O M

710 FRENCH MARKET

C O LO RWAYS
Nature Craft planks are available in 7” x 48” planks in 20 mil and 12 mil constructions.Nature Craft planks are available in 7” x 48” planks in 20 mil and 12 mil constructions.

505 NATURAL OAK 812 NEUTRAL BEIGE

415 TAVERN BROWN

320 JAVA OIL

916 WEATHER WASH

201 SMOKEY TIMBER

603 FARMHOUSE TAUPE

714 CLASSIC GRAY

NAT U R E  C R A F T 

SPECIFICATIONS
Style Number. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                         L1002  12 mil, L1003 20 mil
Construction. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                         Luxury Vinyl Tile
Finish. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                 Commercial Urethane with Ceramic Finish
Wear Layer Thickness. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 12 mil (0.3mm) and 20 mil (0.5mm)
Overall Thickness. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                     2 mm (12 mil) and 2.5 mm (20 mil)
Size . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                  7”W x 48”L  
Bevel . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                                 Micro Bevel
Surface Appearance . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  Wood Grain
Pieces per carton. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                     18 (12 mil), 16 (20 mil)
Sq. Foot per carton. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                     42 (12 mil), 37.33 (20 mil)
Sq. Foot per pallet. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                      2,520 (12 mil), 2,053.33 (20 mil)
Installation Method. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                    �Full Glue Down
Adhesive. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                               �Signature 3000 Premium Pressure Sensitive 

 Adhesive (PSA)*

TESTING
Classification ASTM F 1700 . . . . . . . . . . . . . . . . . . . . . . . . . . .                           Class III, Type B, Phthalate Free
Slip Resistance ASTM D 2407 . . . . . . . . . . . . . . . . . . . . . . . . .                         Dry .76, Wet .87 (12 mil), Dry .73, Wet .89 (20 mil) 
Dimensional Stability ASTM F 2199 . . . . . . . . . . . . . . . . . . . .                    0.3
Residual Indentation ASTM F 1914 . . . . . . . . . . . . . . . . . . . .                    3.5 (12 mil), 3.7 (20 mil)
Resistance to Heat ASTM F 1514 . . . . . . . . . . . . . . . . . . . . . .                      2.63 (12 mil), 2.59 (20 mil)
Resistance to Light ASTM 1515 . . . . . . . . . . . . . . . . . . . . . . . .                        2.81 (12 mil), 2.74 (20 mil)
Resistance to Chemicals ASTM F 925 . . . . . . . . . . . . . . . . .                 Passes
Radiant Flux ASTM 648. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                >0.45 watts/cm3

Smoke Density ASTM E 662. . . . . . . . . . . . . . . . . . . . . . . . . . .                            Passes, < 450
Impact Sound Conduction ASTM 492-09 . . . . . . . . . . . . . .               Passes
Sound Transmission Class ASTM E 90-09. . . . . . . . . . . . . .               Passes
Flexibility ASTM F 137 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                  Passes

WARRANTY
10 Year Limited Light Commercial (12 mil)
10 Year Limited Commercial (20 mil)

SUSTAINABILITY
Indoor Air Quality. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                     FloorScore® Certified

Specifications are based on averages from manufacturing processes 
and may vary within normal industry tolerances. Material supply and /
or manufacturing processes may necessitate specification changes 

without notice. Such variations do not affect product performance.  
This product is manufactured and recommended for floor covering use only. 
Walk off mats are recommended at building entry ways 

For samples, specifications, or other information please contact your sales representative or visit signatureflooring.com	 9/2019

2 2 2 2  S  H A M I LTO N  ST R E E T,  DA LTO N ,  G A  3 07 2 1  •  S I G N AT U R E F LO O R I N G .C O M

Wear Layer: 20 mil or 12 mil commercial  
urethane wear layer with ceramic finish  
for fade, stain and wear resistance.  
Easy to maintain. 

Pattern Visual: Realistic Wood Visual.

Fiberglass Inner Layer: Mesh layer 
yields added strength and stability.  
(20 mil)

Vinyl Backing Layer: 100% waterproof,  
stabilizing layer. 

P E R FO R M A N C E  C O N ST RU C T I O N
Nature Craft glue down LVT features a 20 mil or 12 mil commercial urethane wear layer with a ceramic finish of-Nature Craft glue down LVT features a 20 mil or 12 mil commercial urethane wear layer with a ceramic finish of-
fering pattern clarity, fade, stain and wear resistance. Nature Craft carries a Limited 10 year Commercial Warran-fering pattern clarity, fade, stain and wear resistance. Nature Craft carries a Limited 10 year Commercial Warran-
ty (20 mil) or a Limited 10 year Light Commercial Warranty (12 mil).ty (20 mil) or a Limited 10 year Light Commercial Warranty (12 mil).
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